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26,1 m

24 EN SERVICE 12 A VIDE SANS LEST NI TRAINS DE TRANSPORT
IN BETRIEB OHNE LAST, BALLAST UND TRANSPORTACHSE
! IN SERVICE WITHOUT LOAD, BALLAST OR TRANSPORT AXLES
EN SERVICIO VACIO, SIN LASTRE NI TREN DE TRANSPORTE
IN SERVIZIO SENZA ZAVORRA NE ASSALI DI TRASPORTO
CHRONOFLASH 35 A
l D I 222\ 1131122 ]129| 14 15 16 17 18 19 20 21 22 24 26 28 30 33 35
35 m | 4000 | 3640 | 3400 | 3080 | 2830 | 2620 | 2430 | 2270 | 2130 | 2000 | 1880 [ 1780 | 1600 | 1450 | 1320 | 1220 | 1080 | 1000
W 30 m 4000 | 3750 | 3390 | 3120 | 2880 | 2680 | 2500 | 2350 | 2210 | 2080 | 1970 | 1770 [ 1610 | 1470 | 1350 g
24 m 4000 | 3620 | 3330 | 3080 | 2870 | 2680 | 2510 | 2360 | 2230 | 2100 | 1900 |g
I S I 2N 20 21 21,7 ] 22 | 225 23 24 25 26 27 28 29 30 31 32 33 34 35
35m | 2000 | 1880 1810 1780 | 1730 | 1690 [ 1600 | 1520 | 1450 [ 1380 | 1320 [ 1270 | 1220 | 1170 | 1120 | 1080 | 1040 | 1000
\ ’ 30 m 2000 | 1970 | 1920 | 1870 | 1770 | 1690 | 1610 | 15640 | 1470 | 1400 | 1350 K
24 m 2000 | 1900 ?
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5m ENCOMBREMENT AU MONTAGE
ABMESSUNGEN
SPACE REQUIREMENT
ENCOMBRAMIENTO
INGOMBRI DI MONTAGGIO
| {

_41m 10m
141 m ’ - Treuil a variation de fréquence
- : P - Hubwindefrequenzregelung
Frequency variation hoist winch
- Motor de elevacidén con variacion de frecuencia
- Argano di sollevamento con variatore di frequenza
CHRONOFLASH 35 A | [ m/mn || kw oh kg m/mn | | Kw = kg
PS-HP PS-HP
| 85 37 5 4000 | 2,5 3.7 5 4000
T i Il 10,5 11 15 4000 ] 12,5 11 15 4000
1] 21 11 15 2500 ]] 25 15 20 2700
| 7 3.7 5 2000 | 5 3,7 5 2000
T ‘ ] 21 11 15 2000 1 25 11 15 2000
1} 42 11 15 1250 1] 50 15 20 1350
fr/mn Rpm 02>>>
U/mn ( |:| ) v/mn| 10455509 2.2 .
L 21 5
< — Tl a2 2.7
- “— | (0> s8] | 2x7 2x1,4
[ v || 380 || 450 | croupeEtecTRoceNE | | V|| 380 || 450 |
. STROMAGGREGAT
| H2 || 50 || e0 | GENERATORSET | | Hz || 50 || 60 |
GRUPO ELECTROGENO
[ kva || 20 || 24 | GRUPPO ELETTROGENO | [ kvAa | [ 40 |[ 48 |







